
General Application
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.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
Average Eff iciency > 87%
No Load Power Gonsumption < 0.5W

. High Rel iabi l i ty

.  With PFC Funct ion

. lnput Frequency : 47-63H2

. Over Current Protect ion

. Over Temperature Protection

. Over Voltage Protection

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80"C

1 80W FSP180.AHAN1 12V 15.0A c14

raow lFrsprao-ronrr rsv 12.oA c14

220W FSP22O.ABAN 1" 19V 11.57A c14

197.0r0.5 43.0r0.5 43.0r0.5

CBrc,@* F@C( @E

.  Safety Standards

u L60950-1

EN60950-l
.  EMG Standards:

EN55022 Class B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 100,000 hours at  fu l l  load at  25"G ambient

220W FSP22O.AAAN1 24V 9.1 6A cI4

220W FSP22O.AFAN 1 48V 4.58A c14

1 80W FSP18O.AHBN1

*QCC, PSE Safety Approval

- i l fK 
New Product Release, ETD :2011Q3

7\

15.0A c6
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12V
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AG Socket

c14 C6

41.010.5 41.0t0.5
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.  Ful l  range AG input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7

Average Eff iciency > 87o/o
No Load Power Gonsumption < 0.5W

. LED indicator

.  High Rel iabi l i ty

.  With PFC Funct ion

a 

-a

.  Input Frequency = 47-63H2

. Over Current Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oC

. Storage Temperature : -20 - +80oG

::f;!-ry:-ral\

*CCC Safety Approval

F$ff n#s#s'H#s *F** r'r,ry-fuf $*s *,F'*estgg* €Ftel: #elrF$tu=fl$€ **"'s"fs\**sf gsflF*-=uv "+'Bcltp's{,i'"

170.0r0.5

LED

P
T

CBrc'@* F@C(@E

.  Safety Standards
u L60950-1
EN60950-1

. EMG Standards:
EN55022 Class B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 100,000 hours at  fu l l  load at  25oC ambient

FSP180-ADAN1

FSP180.ABAN1

FSP18O.AAANl*

FSP{ 80.AFAN1

FSP180.ADBN1

FSP18O.ABBN1

FSP180.AABNl

FSP180.AFBN1

02
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AG Socket
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_ Fe.atura-s = --

.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 IErP Lot 7
Average Eff iciency > 87%
No Load Power Consumption = 0.5W

. LED indicator

.  High Rel iabi l i ty

.  With PFC Funct ion

. Input Frequency : 47-63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

CB rc,@* F@C€ @O

.  Safety Standards
u L60950-1
EN60950-1

. EMC Standards:
EN55022 Class B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 100,000 hours at  fu l l  load at  25oG ambient

171 .0t0.5

LED

40.0t0.5 40.0r0.5

FSPl 20.AHAN 1*

FSP150.AHAN1"

FSP150.ABANl

FSP1sO.AAAN1*

FSP120.AHBN1

FSPl50-AHBN{

FSPl50.ABBN1

FSP150.AABNl

*CCC Safety Approval

03 Feu.t-# *lqftp?fr:t-*.'";s,f'p*r "*r'g.*',ftgce*fl' f* q:'$lt--+,e**ff#, u$d*s.tss# r*;s*g f* Sg***c.flgtr*$rd}* f,*r gypwrqr #*g-q,e$:
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AG Socket

c14 C6

40.0t0.5 40.0t0.5

. Fuf l  range AG input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
Average Efficiency 2 87o/o
No Load Power Gonsumption < 0.5W

. LED indicator

.  High Rel iabi l i ty

.  With PFC Funct ion

.  Al t i tude :  3000m

. Input Frequency : 47-63H2

. Over Current Protection

. Over Temperature Protection

. Over Voltage Protection

. Operating Temperature : 0 - +40"C

. Storage Temperature : -20 - +80"C

171 .010.5

LED

{
N)
o
t+
I
Ctl

. Safety Standards
u L60950-1
EN60950-1

. EMC Standards:
EN55022 Class B
EN55024 Class B

. FCC Part  15 Glass B

. MTBF :

Minimum 100,000 hours at  fu l l  load at  25"C ambient

FSP1sO.AHAN 1 .3K*

FSP1sO.ABAN{.3K

FSP1sO-AAANl .3K"

FSP{ sO.AHBN1.3K*

FSP1sO.ABBNl.3K

FSPl5O.AABN1 .3K"

*CCC Safety Approval
-rl, -
* New Product Release, ETD : 2011Q3

7\

FSF reserves the right to change the content withaut priar natice. 04
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AC Socket
c6 c8

37.0*0.5 37.0*0.5

AC Socket
cl4

39.0r0.5

LED

167.0*0.5

q)
(tl

i)
t+
o
tn

LED
, t -  

*--  
-

- 
Fg-frrl:Fs - -

.  Ful l  range AC input design 100V-240V

. Meet Energy $tar EPS 2.0 lErP Lot 7
Average Efficiency Z 87o/o
No Load Power Consumption S 0.5W

. LED indicator

.  High Rel iabi l i ty

.  With PFC Funct ion

. lnput Frequency : 47-63H2

. Over Current Protection

. Over Temperature Protection

. Over Voltage Protection

. Operating Temperature : 0 * +40oC

. Storage Temperature : -20 * +80oC

CBff i '@* FEC(@@

. $afety $tandards
uL60950-t
EN60950-,l

. EMC $tandards:
8N55022 Class B
8N55024 Class B

. FCC Part 15 Glass B

. MTBF :
Minimum 100,000 hours at ful l  load at 2SoC ambient

FSP{2O.AAA

F$P120-ACA*

FSPl2O.AFA

F$P105-AGB

F$P{ 2O-AKB

FSPl2O-AAB

FSPl20.ABB

FSP{ 20-ACB*

FSP120-ADB

FSPlzO-AEB

FSPlzO.AFB

FSP{05-AGCo

FSP120-AAC

FSPlzO.ABC

FSP120-ACC

o EN600S5 Safety Approval Only

:.iftr= q.::,i.":,+F:$jui:lil ,',.:.:.1 +S.Slt:l,"f r-r::,:" ft::;t ;::;$,u-,1.+r+#{r:- 5{,F:gtt+F.=$r+ ...-'r:ll-t :*'" ,f05

*CCC $afety Approval

-l.i;.:=+,* 
j:.-it*:.+f-i*:+i-*s***.u'".it+.}"un+,+**$*$.*sp*.



m@
AC Socket

c14 C6

32.3MAX 32,3MAX

.  Ful l  range AC input design 100V-240V

. Illleet Energy $tar EPS 2.0 lErP Lot 7

Average Efficiency 2 87o/o

No Load Power Consumption 5 0.3W
. High Rel iabi l i ty
. With PFC Function

. Input Frequency : 47-63H2

. Over Current Protection

. Over Temperature Protection

. Over Voltage Protection

. Operating Temperature : 0 - +40"C

. $torage Temperature : -2A - +80"C

*F 
New Product Release, ETD :201{Q2

160.0*0.5

FSP096-DiflADl

FSP096-DllBDl

CB rc '@' FEC( @

. Safety $tandards
uL60950-1
EN60950-1

. EMC $tandards:
8N55022 Class B
EN55024 Class B

. FCC Part 15 Class B

. MTBF r
Minlmum 60,000 hours at full load at 25oG ambient

SSP #w##rv## f#m r*grf*f fm cfumrups f** **r*f*ruf wiffums^{f pffse #*fice" 06



AG Socket
c14

32.0r0.5
E@

(tl
@
b
t+
P
(tl

AG Socket
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32.010.5 32.010.5
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160.0t0.5

134.0r0.25

.  Ful l  range AG input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
Average Eff iciency > 87o/o
No Load Power Gonsumption < 0.5W

. LED indicator

.  High Rel iabi l i ty

.  With PFC Funct ion

. Input Frequency : 47-63H2

. Over Current Protect ion

. Over Temperature Protection

. Over Voltage Protection

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

CB rc '@* F€C€ @

.  Safety Standards
u L60950-1
EN60950-1

. EMG Standards:
EN55022 Class B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oC ambient

FSPO84.DMAAl *

FSPO90.DMABl

FSPO9O.DMAB3

FSPO9O.DMAB2

FSPO84.DMBAl *

FSP09O.DMBB3

FSP09O.DMBB2*

FSP084-DMCAl *

FSP090-DMC82*

07

*CCC Safety Approval

F"** **s:f**$ ss sss#g**$ F* ***s*gr*= g$**s* r*f*r f* Sg**s"fr**fs*sr f,*s nx*r* #sf*s$.



AC Socketc14 B@
160.0r0.5
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90
o
t+
O
iJ(tl

.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
Average Eff iciency 2 87o/o
No Load Power Consumption < 0.5W

. High Rel iabi l i ty

.  With PFC Funct ion

a 

-a

.  Input Frequency = 47-63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

*CCC Safety Approval

trStr fl###ev#s ffum r#gfuf fm mfummgr* ffu* cmnfmmf witfto.ut pruar nn#cs.

134.0t0.25

(tl
@
b
t+
O
iJ
(tl

AC Socket
c6 c8

32.0t0.5 32.0t0.5

CB rc '@* F@C( @

.  Safety Standards
u L60950- l
EN60950-1

. EMG Standards:
EN55022 Class B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oC ambient

FSPO75.DMAAl *

FSPO75.DMAB1

FSPO75.DMAB3

FSPO75.DMAB2 3.1 25A

FSPO75.DMBAl *

FSPO75.DMBB1

FSPO75.DM BB3

FSPO75.DMB82* 3.1254

FSPO75.DMCAl *

FSPO75-DMCBl

FSPO75.DMC82 3.125A

08
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AC Socket
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.  Ful l  range AG input design 100V-240V

. Meet Energy Star EPS 2.0 fErP Lot 7
No Load Power Consumption 5 0.5W

. LED indicator

.  L,F.$ Pass

,/.4filt:rartei:?q"ir.ff,:ryFi:f:a14rlf;illiT1TYf'Pi-iryY.f-ry,.,"++trYlit'rtf:-teifl:r:.iri:a:e3r:\

*@
.  Input Frequency : 47-63H2
. Over Current Protection
. Over Temperature Protection
. Over Voltage Protection
. Operating Temperature : 0 - +40oC
. $torage Temperature : -20 * +80"C

/4r.TTiril:.T1Tf;T:Tia:-TT"TfTrn'4,llei:1ffi:TTrTTlr.-Jiil:Ery.arir.Tif,ri-riT:T",fi.:-TT\

J-lff8:Tef+.irqaI

110.0*0.25

LED

cBrc'@* re(€@

. Safety $tandards
uLs$950.1 uL60065
8N60950-t 8N60005

. EililC $tandard;
EN55022 Class B 8N55013 Class B
EN55024 Class B EN55020 Class B

. FCC Part 15 Glass B

. MTBF :
Minimum 60,000 hours at ful l  load at 25"C ambient

FSPOSO-DBAET"

FSPOSO.DBAB2*

FSPO60.DBAEl *

F$PO6O.DBAB2

FSP050-DBCDl *

FSPO6O-DBCDl

*CCC $afety Approval

0g
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r3-:a,,anfr:ip:itlli1iirFt-lir:11f;1":ljl* 
rrii.:t-rY:fir;ia"la:I-1

..j-€nt*rgE-

. Ful l  range AC input design 100V-240V

. Meet Energy $tar EPS 2.0 lErP Lot 7
No Load Power Consumption < 0.3W

. LED indicator

.  L.P,$ Pass

. lnput Frequency r 47-63H2

. Over Current Protection

" Over Temperature Protection
. Ovsr Voltage Protection
. Operating Temperature : 0 * +40oC
. $torage Temperature ; -2A - +80"C

*CCC $afety Approval

0|EC600S5 Approval

95.0010.25

LED

CB f f i '@* FEC(@

. $afety $tandards

uL60950-1 UL60065

8N60950-{ 8N60065
. EIIIC Standard:

Et-f55022 Class B EN55013 Class B

Ettl55024 Class B 8N55020 Glass B
. lltlTBF :

Minimum 60,000 hours at ful l  load at 25"G ambient

FSP035-DACA{ *o

FSP024-DACA10

tr#tr d{#s#flwms ffrm ru#rfr*f fm *fuw**6gw ffrm **nf*rpf wur$#**s$ Sr$#f, sp*f$**.
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110.0t0.3

.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
No Load Power Consumption < 0.3W

. LED indicator

.  L.P.S Pass

. Input Frequency :  47-63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oC

. Storage Temperature : -20 - +80oC

CB rc,@* FE(€@

.  Safety Standards:

u L60950- l

E N 60950- l
.  EMG Standards:

EN55022 Class B

EN55024 Class B
. FCC Part  15 Class B
. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oG ambient

FSPO2O-DGAA1*

FSPO25.DGAAl *

FSPO3O.DGAA1 *

FSPO3O.DGAA2

FSPO3O.DGAA3*

FSPO3O-DGAAs

FSPO36.DGAA1"

FSPO4O.DGAAl *

FSPO4O.DGAA2

FSPO4O.DGAA3*

FSPO40.DGAAs

FSPO50.DGAAs

"CCC Safety Approval

11
Yf'pw* wwt'pttttw* fiw ww"afrx;fwm'# f w wfwwwtpw, pfwmww rw{'wy' '#r;a 

^%p*ww!{'{*+m#!+.pp:+;4{pr',.,?p#,+'# #wf*,rsf"
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AC Socket
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.  Ful l  range AG input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
No Load Power Gonsumption < 0.3W

. L.P.S Pass

. Input Frequency : 47-63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

CB rc,@* FGCC@

.  Safety Standards:

u L60950-1

E N 60950-1
.  EMC Standards:

EN55022 Class B

EN55024 Class B
. FCG Part  15 Glass B
. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oG ambient

Safety Approval

New Product Release, ETD :  2011Q3

*ccc

)fr

*F'P'3 ' 'DYABI

FSPO25-DYAA2

FSPO25.DYAA3*

FSP025.DYAA4

FSPO25.DYAAs

FSPO25.DYAA6

FSPO1s.DYAAl *

FSPOl5.DYAA3

$r$*t3 rr+l*#'ii iilr""r,r ,..lii ,lrit*v *+" g.oU f,w t;F+mtr6pw ffpw wwtwywww,. ww##,#.,mwt priwr w',wo.'i*'w.
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AC $ocket
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.  Ful l  range AC input design l00V*240V
. Meet Energy $tar EPS 2.0 lErP Lot 7

No Load Power Consumption < 0.3W
. LED indieator
.  L,P.$ Pass

ryry1*l,l1ry-f 
-:**r*t"l]* 

:.ffff 
55P4F

.  Input Frequency : 47-63H2

. Over Current Protection

. Over Temperature Protection

. Over Voltage Frotection

. Operating Temperature : 0 - +40oG

. $torage Temperature : -20 * +80"C

. $afety $tandards:
u L60950-{ uL60065
8N60950-1 ENS0065

. EIJIC Standards:
8N55022 Class B EN55013 Class B
8N55024 Class B EN55020 Class B

. FCC Part 15 Class B

. MTBF :
Minimum 60,000 hours at ful l  load at 25oC ambient

78.3*0.5

LED

FSPOl8.DEDE1

FSPOT 8-DEEEl

FSPOl8,DEFEl

FSPO24-DEDCl

FSp$24-DEECl

FSPO24.DEFCl

FSPO24.DEGCl

13 
|
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. Full rangs AG input design 100V*24AY

. Meet Energy $tar EP$ 2.A lErP Lot 7
No Load Power Consumption s 0.3W

. L.P,$ Pass

. lnput Frequency : 47.63H2

' Ovsr Gurrent Protection
. Over Temperature Protection
. Over Voltage Protection
. Operating Temperature : 0 - +40oC
. Storage Temperature : -20 * +80oC

CB ff i '@* F@ C€

. $afety $tandards:
u L60950-{
EN60950-1

. EMC $tandards:
EN55022 Class B
EN55024 Class B

' FCC Part 15 Class B
. MTBF :

Minimum 60,000 hours at ful l  load at 25"C ambient

FSPOIO.DWDAI

FSPOTO.DWEAl

FSPOlz.DWDAz

FSPOIz.DWEAz

WffiW fl#ffim$'Hffi,# t{uw r{ #wW #tx r,r#wwru6w ##+w r'wrxftwr'it wf*f*w*t* prrwr mmffmm.
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AG Socket
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AG Socket
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.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
No Load Power Gonsumption < 0.5W

. L.P.S Pass

. Input Frequency :  47-63H2

. Over Current Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

CB f f i ,@* FEC(@@

.  Safety Standards:

u L60950- l

E N60950- l
.  EMG Standards:

EN55022 Class B

EN55024 Class B
. FCG Part  15 Class B
. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oC ambient

40.0t1

I
€

T:

FSPl30.RBB

FSPl50.RBB

15
Tfsw wwwfemrxff"im ms,*fu#wwt f,r* wf:r'mr-gw, p#mmmw rw{wr Ww ffipwt-#{#ww%twru fms rs=*r* #*f*df-
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AC Socket
c6 c8

30.9t0.5 30.9r0.5129t0.5

.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7

No Load Power Consumption < 0.3W
. L.P.S Pass

. Input Frequency = 47 -63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oG

CB rc,@* FEC€@

.  Safety Standards:

u L60950- l

E N 60950 -1
.  EMC Standards:

EN55022 Class B

EN55024 Class B
. FCC Part  15 Class B
. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oG ambient

* 
New Product Release, ETD :2o11ez

FSPO9O.D2BA1

FSPO9O.D2CAl

FStr r*ssflr/#s fh* rugftf f* *famnge f#s **sp**epf aqrufft*esf prf*r r**ff**.

16



m

ffi@

AC Socket
c6 c8

30.0r1 30.0r1nffiffi
.  Ful l  range AC input design t00V-240V
. Meet Energy $tar EP$ 2.0 lErP Lot 7

No Load Power Consumption 5 0.5W
. L.P,S Pass

. Input Frequency :  47-63H2

. Over Current Protection

. Over Temperature Protection

. Over Voltage Protection

. Operating Temperature : 0 * +40oG

. $torage Temperature : -ZA * +80"G

*CCC $afety Approval

New Product Release, ETD :  2011Q4

17

108.311

CB rc,@* FEC€@

. Safety $tandards:
uL60950-t
8N60950-1

. EMC Standards:
EN55022 Class B
EN55024 Class B

. FCC Part 15 Class B

. MTBF :
Minimum 60,000 hours at ful l  load at 25oC ambient

FSPO65-RAB*

FSPOOS*RBB*

FSPO6S.RAG*

F$P065-RBC

F$PO65.REB

*'n-gu?,# :#f. f*,n?fi sg s*';fsgwr:f f.ex *ft*s,?6ffi, #dry*,# *t t:w'{w,r' f** - ryt4.,e*iflr*mfdmn "fwy ywwrs* s-gmrmrf.



ffi@
AC $ocket

c6
26.0*0.5

AG Socket
c8

26.0*0.5

91.5r0.5

(r)

:.1
(tl
FF
P
(tl

G)
Fr,
(tl
tF
c)
iJt

l4Frilfei{-lliiE 
f;ft-13flr-r5rr"iriri::f.FTe:T!:{r41f f ial

.  Ful l  range AC input design { 00V-244V

. Meet Energy Star EP$ 2.0 lErP Lot 7

No Load Power Consumption < 0.3W
. L.P,S Pass

. Input Frequency :  47-63H2

. Ovsr Current Protection

. Over Temperature Protection

' Over Voltage Protection
. Operating Temperature : 0 - +40oC
. Storage Temperature : -20 - +80"C

.f--'-,-"---:-- 

*: - -1:y:"i1i*li-: siir:1:tii,1!:,!i4t1Tf:,r:i1r:ll.lirj:iirqtflTf iflr,iil

CB f f i '@* FCC€@

' $afety $tandards:
u L60950-1
EN60950-{

.  EMC $tandards:
EN5S022 Class B
EN55024 Class B

. FCC Part 15 Class B

. MTBF :
Minimum 60,000 hours at ful l  load at 25oC ambient

FSPOSO-RAB

FSPO36-RAB

FSPO4O.RAB

FSPO4O.RBB

FSPOS6.RAC

FSPO4O.RAC

FSPO4O.RBC

tr#tr fl#s#flqr#$s f,fu* *-rr,,ap/-r*' #m *$*;p.r*rym f&w ##s*f#e,+f &'e''r-#lrt#tru$ Srfspr- r**qlf.{*:: ?r,
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o)
O
b
t+
P
(tl

AG Socket
c8

16.5t0.5

16.5t0.5

16.5r0.5

(tl

stt
o
t+
I
(Jl

(tl
O
b

.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
No Load Power Gonsumption < 0.5W

. Innovat ion in Ul t ra Sl im size 16.5mm

. Power Densi ty up to 13 watt / inch3

. High Performance and Low Consumption
Product

.  lnput Frequency = 47-63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oC

. Storage Temperature : -20 - +80oC

120.0t0.5

105.010.5

95.0

CB rc,@* F@C€@

.  Safety Standards
u L60950-1
EN60950-l

.  EMC Standards:
EN55022 Glass B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 60,000 hours at  fu l l  load at  25oG ambient

FSP090-RSCA*

FSPO65.RSCA*

FSPO4O.RSCA

19

*CCC Safety Approval

Ffu* **srf*sr$ es s**g'*sf f* *ft*r*g*, pf**s* rsf*r-f* Sp**sfiea#** f*r m*re detait.



E@
AC Socket

c14

39.0t0.5

{
(tl

i\)
t+
o
tJt

.  Ful l  range AC input design 100V-240V

. Meet Energy Star EPS 2.0 lErP Lot 7
Average Eff iciency > 87o/o
No Load Power Consumption < 0.5W

. LED indicator

.  With PFC Funct ion

. Input Frequency : 47-63H2

. Over Gurrent Protect ion

.  Over Temperature Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

CB rc '@* F@C€E@

.  Safety Standards
u L60950-1
EN60950-l

.  EMC Standards:
EN55022 Class B
EN55024 Class B

. FCC Part  15 Class B

. MTBF :

Minimum 60,000 hours at  fu l l  load at  25"C ambient

146.2t0.5

LED

FSPO60.RAA

FSPl OO.RAA

#Str fl'#ssflb-#s efuw ffifuf ffw mfrmrrgm fl,fu* *cpssf*srf teee$fu**sf .mrs*s epm$ss:s.
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AG Socket
c14 C8

43.0r0.5

@
@
b
t l
I
(tl

/-tri 
:r!t.r:iii:tij.:::t:=iii:tltriir::1 ri'+:i,ii-'=rit:t:ri

{

.  Ful l  range AG input design 100V-240V

. High Eff ic iency:

Average Eff iciency 2 87o/o
No Load Power Consumption < 0.5W

. High Rel iabi l i ty

.  With PFC Funct ion

.  Input Frequency = 47 -63H2

. Over Gurrent Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -

.  Storage Temperature : -20 -

CB ttl*-l .$f'*

.  Safety Standards

1EG60601-1
. EMG Standards:

EN55011 Glass B
. MTBF :

Minimum 100,000 hours at  fu l l  load at  25"G ambient

+400c

+8ooG

:  : r l

197.0r0.5 43.0t0.5

6

FSP180.ABAMl

FSPl80.AAAMl

FSP{ 80.AKAMl

FSPl8O-AACMl

21 
|

Ffo* **rufes:* srs s*r#g*ef f* *fr*nge. pf*e.ru* r*f*r f* Spe*sfe**fs*s= 9*r rs?*r* $*s*i$.



E@
AC Socket

c14
43.0t0.5

CB lH[Eb"l .flf'*

.  Safety Standards
rEc 60601- l

.  EMG Standards:
EN55011 Glass B

. FCG Part  15 Glass B

. MTBF :

Minimum 100,000 hours at  fu l l  load at  25oG ambient

171.0rr0.5

.  Ful l  range AC input design 100V-240V

. Ser ies Models are cert i f ied by medical  and
ITE safety standards.

.  Meet Energy Star EPS 2.0 lErP Lot 7
Average Eff iciency >- 87Vo
No Load Power Consumption < 0.5W

. Low safety ground leakage current

.  With PFC Funct ion

. f  nput Frequency : 47-63H2

. Over Current Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -

.  Storage Temperature : -40 -

+600c

+850C

FSP135-l  K20Ml 10.00A

FSP135-l  K21M1

FSP135-{ K30Ml 14V -  16V

FSP135-1K31M1 18V - 19V

FSP135-{ K33M1 20v - 21V

FSP135-l  K40M1

FSP135-1K50M1

FSP135-l  K60M1 30v - 32V

FSP135-1K70M1 36V - 38V

FSP135-1 K80M1 46V - 50V

FSF fles*rvss fF** rsg$:f f* ***ng* f$r* **s:f*stf wsfft*e*f prt*r $**c**.
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E@
AG Socket

c14
117.8x0.5-

LED

//.+l:ii, 
i:i!.r.ilinI.'rniT1-i,i1!,i:li!:il]Xrrrn]ili:fl-: ::ii,..ff!l\

Fcg*rrrrac-

.  Ful l  range AC input design 100V-240V

. High Eff ic iency:

No Load Power Consumption < 0.3W
. LED indicator
.  L.P.S Pass

, / -:\Y\Y'TiTE:Yi::?:T:i1rcfnT:n:FTiFr.::Tj 
r.TTfTTFaT T:]Try*-:l-1\

'

.  f  nput Frequency = 47-63H2

. Over Gurrent Protect ion

.  Over Vol tage Protect ion

.  Operat ing Temperature :  0 -  +40oG

. Storage Temperature : -20 - +80oC

cB tHI"l .flf'*

.  Safety Standards
rEG60601-1

. EMC Standards:
EN55011 Glass B

. MTBF :

Minimum 100,000 hours at  fu l l  load at  25oC ambient

FSPO25.RAAM

FSPO3O.RBAM

FSPO3O.RCAM

FSPO3O.RDAM

FSPO3O.REAM

FSPO3O.RFAM

0.625AFSPO3O.RIAM

23
I&e *mnfsnf rs sufrlm** tw *hmngw, p/emse r*fer fo Speci#caffar far more detail.
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E@
78.3+0.5

51 .8t0.5

uL(1-15P) uL(2-20P)

.  Ful l  range AG input design 100V-240V

. AC Plug Ghangeable

.  High Eff ic iency:

No Load Power Consumption < 0.3W
. LED indicator
.  L.P.S Pass

t

.  fnput Frequency = 47-63H2

. Over Current Protect ion

.  Over Vol tage Protect ion

.  Operat ing Tem peratu re :  0 -  +40oG

. Storage Temperature :  -20 -  +80oC

@
|1. rl '+05
i l t l

EU

'

CB ffif"l .$f'*

.  Safety Standards
lEc 60601-1

.  EMG Standards:

EN55011 Glass B
. MTBF :

Minimum 100,000 hours at  fu l l  load at  25oG ambient

FSPOls.RAMM G hangeable

FSPOls.REMM G hangeable

FSPOl5.RBMM Changeable

FSPOls.RCMM Changeable

FSPOls.RDMM Changeable

FSPOls.RFMM 0.62 5A C hangeable


