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FSP220 Series
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AC Socket
Cc14 C6
197.0+0.5 43.0¢0.5 43.0+0.5

51

F— —N CF::

)| [
|

§'0¥0'88

a
Aus
a

* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7
Average Efficiency = 87%
No Load Power Consumption = 0.5W
* High Reliability
* With PFC Function

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection

* Over Voltage Protection

* Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

CB 26 ‘®- FC (€

» Safety Standards
UL60950-1
EN60950-1
* EMC Standards:
EN55022 Class B
EN55024 Class B
* FCC Part 15 Class B
- MTBF :
Minimum 100,000 hours at full load at 25°C ambient

NE

Wattage Model Name O/P Voltage O/P Current AC
180W FSP180-AHAN1 12v 15.0A C14
180W %FSP180-AGAN1 15V 12.0A C14
220w FSP220-ABAN1* 19V 11.57A C14
220w FSP220-AAAN1 24V 9.16A C14
220w FSP220-AFAN1 48V 4.58A C14
180W FSP180-AHBN1 12v 15.0A Cé

*CCC,PSE Safety Approval
New Product Release, ETD : 2011Q3

ct to change, please refer to Specification for more detail.



FSP180 Series

AC Socket
C14 C6
170.0+0.5 41.0+0.5 41.0+0.5
nas. oo A c

G'0¥0'S8

& st <:ﬂ: :

LED

«beatures. ... __Safety Approval

« Full range AC input design 100V~240V :

* Meet Energy Star EPS 2.0 /ErP Lot 7 CB ﬁ.k__tcéj "@"’ F@ c €
Average Efficiency = 87%
No Load Power Consumption = 0.5W

* LED indicator

* High Reliability
* With PFC Function

* Input Frequency : 47-63Hz - Safety Standards
» Over Current Protection UL60950-1

» Over Temperature Protection EN60950-1

* Over Voltage Protection * EMC Standards:
- Operating Temperature : 0 ~ +40°C EN55022 Class B

EN55024 Class B
* FCC Part 15 Class B
* MTBF :
Minimum 100,000 hours at full load at 25°C ambient

- Storage Temperature : -20 ~ +80°C

Wattage Model Name O/P Voltage O/P Current y
180W FSP180-ADAN1 18V 10.0A C14
180W FSP180-ABAN1 19V 9.47A Cc14
180W FSP180-AAAN1* 24V 7.5A C14
180W FSP180-AFAN1 48V 3.75A c14
180W FSP180-ADBN1 18V 10.0A Cc6
180W FSP180-ABBN1 19V 9.47A Ccé
180W FSP180-AABN1 24V 7.5A (o1}
180W FSP180-AFBN1 48V 3.75A Ccé

N
*CCC Safety Approval
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FSP150 Series

i@

AC Socket
Cc14 C6
171.0+0.5 40.0£0.5 40.0+0.5
5! |

* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7
Average Efficiency = 87%
No Load Power Consumption = 0.5W
* LED indicator
* High Reliability
* With PFC Function

* Input Frequency : 47-63Hz

* Over Current Protection

» Over Temperature Protection

* Over Voltage Protection

» Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

G§'0¥0°¢L

(i "

LED

CB 268 ‘® FC (€ @ &

- Safety Standards
UL60950-1
EN60950-1

* EMC Standards:
EN55022 Class B
EN55024 Class B

*FCC Part 15 Class B

* MTBF :

Minimum 100,000 hours at full load at 25°C ambient

N

Wattage Model Name O/P Voltage O/P Current ; C
120W FSP120-AHAN1* 12v 10.0A Cc14
150W FSP150-AHAN1* 12v 12.5A C14
150W FSP150-ABAN1 19V 7.89A Cc14
150w FSP150-AAAN1* 24V 6.25A C14
120w FSP120-AHBN1 12v 10.0A Cé6
150W FSP150-AHBN1 12v 12.5A Cé6
150W FSP150-ABBN1 19V 7.89A Cé
150W FSP150-AABN1 24V 6.25A Cé

*CCC Safety Approval

03



FSP150 3K Series

= | T Bt

* Full range AC input design 100V~240V

* Meet Energy Star EPS 2.0 /ErP Lot 7
Average Efficiency = 87%

No Load Power Consumption = 0.5W
* LED indicator
» High Reliability
» With PFC Function
* Altitude : 3000m

y
/

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection

» Over Voltage Protection

* Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

171.0£0.5

R

AC Socket
Cc14 C6
40.0+0.5 40.04£0.5
4 I
N = 5
o ‘omD
: (&) |l
J 1

LED

CB 26® ‘®- FE C€

- Safety Standards
UL60950-1
EN60950-1

- EMC Standards:
EN55022 Class B
EN55024 Class B

*FCC Part 15 Class B

* MTBF :

Minimum 100,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current AC Socket
150W FSP150-AHAN1-3K* 12v 12.5A Cc14
150w FSP150-ABAN1-3K 19V 7.89A Cc14
150w FSP150-AAAN1-3K* 24V 6.25A Cc14
150W FSP150-AHBN1-3K* 12V 12.5A Ccé
150W FSP150-ABBN1-3K 19V 7.89A Cé
150W FSP150-AABN1-3K* 24V 6.25A cé

*CCC Safety Approval

New Product Release, ETD : 2011Q3

FSP reserves the right to change the content without prior notice.
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FSP120 Series

167.0£0.5

37.0£0.5 37.0£0.5

E @

G'0¥0'S9

LED

* Full range AC input design 100V~240V

- Meet Energy Star EPS 2.0 /ErP Lot 7 CB E @"‘ FC c € ‘ ‘
Average Efficiency = 87%
No Load Power Consumption = 0.5W

* LED indicator

* High Reliability

* With PFC Function

* Input Frequency : 47-63Hz » Safety Standards
* Over Current Protection UL60950-1

* Over Temperature Protection EN60950-1

» Over Voltage Protection * EMC Standards:
* Operating Temperature : 0 ~ +40°C EN55022 Class B

EN55024 Class B
*FCC Part 15 Class B
* MTBF :

E||| |§ |i| —_— Minimum 100,000 hours at full load at 25°C ambient

* Storage Temperature : -20 ~ +80°C

Wattage Model Name O/P Voltage O/P Current _ v | C

120W FSP120-AAA 19V 6.32A c14

120w FSP120-ACA* 24V 5.0A Cc14

120w FSP120-AFA 48V 2.5A c14

105W FSP105-AGB 15V 7.0A Ccé

120W FSP120-AKB 18V 6.67A Cé

120W FSP120-AAB 19v 6.32A cé

120W FSP120-ABB 20V 6.0A cé

120W FSP120-ACB* 24V 5.0A Ccé

120w FSP120-ADB 30V 4.0A Ccé

120w FSP120-AEB 36V 3.33A C6

120w FSP120-AFB 48V 2.5A Cé

105W FSP105-AGC® 15V 7.0A Cc8

120W FSP120-AAC 19v 6.32A cs8

120w FSP120-ABC 20v 6.0A cs
\ 120W FSP120-ACC 24V 5.0A cs8 j
*CCC Safety Approval o EN60065 Safety Approval Only

AC Socket



FSP096 Series NEW

AC Socket
Cc14 cé6
160.0+0.5 32.3MAX 32.3MAX

[ ——————

=T [@m =

* Full range AC input design 100V~240V

- Meet Energy Star EPS 2.0 /ErP Lot 7 CB °§2“ F@ c E
Average Efficiency = 87%
No Load Power Consumption = 0.3W

» High Reliability

» With PFC Function

™

* Input Frequency : 47-63Hz - Safety Standards
« Over Current Protection UL60950-1

« Over Temperature Protection EN60950-1

+ Over Voltage Protection * EMC Standards:
- Operating Temperature : 0 ~ +40°C EN55022 Class B

EN55024 Class B
*« FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full load at 25°C ambient

- Storage Temperature : -20 ~ +80°C

Wattage

Model Name

OIP Voltage O/P Current AC Socket

96W FSP096-DMAD1 12V 8.0A C14

96W FSP096-DMBD1 12v 8.0A Ccé

# New Product Release, ETD : 2011Q2
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FSP090 Series &

Cc14
160.0+0.5 32.0:0.5
m @
[e:]
=]
*
o
.(n
AC Socket
C6 cs
134.0+0.25 32.0+0.5 32.0+0.5

G'0¥0'8S

(Enm—. x e o |

* Full range AC input design 100V~240V

* Meet Energy Star EPS 2.0 /ErP Lot 7 CB @ "@“‘ F@ C €

Average Efficiency = 87%

No Load Power Consumption = 0.5W
* LED indicator
» High Reliability
* With PFC Function

* Input Frequency : 47-63Hz - Safety Standards
* Over Current Protection UL60950-1

» Over Temperature Protection EN60950-1

- Over Voltage Protection * EMC Standards:
- Operating Temperature : 0 ~ +40°C EN55022 Class B

EN55024 Class B
* FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full load at 25°C ambient

- Storage Temperature : -20 ~ +80°C

Wattage Model Name O/P Voltage

O/P Current

84W FSP084-DMAA1* 12v 7.0A C14
90w FSP090-DMAB1 19v 4.74A C14
90w FSP090-DMAB3 20V 4.5A C14
90w FSP090-DMAB2 24V 3.75A C14
84W FSP084-DMBA1* 12v 7.0A C6
90w FSP090-DMBB3 20V 4.5A Cé6
Iow FSP090-DMBB2* 24V 3.75A Cé6
84W FSP084-DMCA1* 12v 7.0A (o1:]
g 90w FSP090-DMCB2* 24V 3.75A (o3:] y

*CCC Safety Approval
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FSPO75 Series

T ———————— : 160.0£0.5

QU
AC Socket %ﬁ'ﬁ
A i

Cc14
32.0+0.5

GZ'0¥0'8S

134.0+0.25

[$)]

©

o

=

S

N
q{ - o b [$)]
Mg, i

* Full range AC input design 100V~240V

—1

AC Socket
C6 Cc8

32.0£0.5 32.0+0.5

®
®©

* Meet Energy Star EPS 2.0 /ErP Lot 7 CB GHETECD,,“ F@ c €

Average Efficiency = 87%

No Load Power Consumption = 0.5W
* High Reliability
» With PFC Function

* Input Frequency : 47-63Hz » Safety Standards
* Over Current Protection UL60950-1

» Over Temperature Protection EN60950-1

* Over Voltage Protection * EMC Standards:

EN55022 Class B
EN55024 Class B
* FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full

* Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current
75W FSP075-DMAA1* 12V 6.25A C14
75W FSP075-DMAB1 19V 3.95A c14
75W FSP075-DMAB3 20V 3.75A C14
75W FSP075-DMAB2 24V 3.125A C14
75W FSP075-DMBA1* 12v 6.25A cé
75W FSP075-DMBB1 19V 3.95A C6
75W FSP075-DMBB3 20V 3.75A Cé6
75W FSP075-DMBB2* 24V 3.125A (o]
75W FSP075-DMCA1* 12V 6.25A (03:}
75W FSP075-DMCB1 19v 3.95A cs8
75W FSP075-DMCB2 24V 3.125A cs8

.

*CCC Safety Approval

right to change the content without prior notice
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FSP060/050 Series

AC Socket
c14 cs
110.040.25 31305 31105
o
(2]
N
&
3
. SEn
o[ = —- . % |

* Full range AC input design 100V~240V
AN [ us
* Meet Energy Star EPS 2.0 /ErP Lot 7 CB g—;@ @m% F@ c E

No Load Power Consumption = 0.5W
* LED indicator

\pproval

* L.P.S Pass

* Input Frequency : 47-63Hz » Safety Standards

* Over Current Protection UL60950-1 UL60065

* Over Temperature Protection EN60950-1 EN60065

* Over Voltage Protection * EMC Standard:

» Operating Temperature : 0 ~ +40°C EN55022 Class B EN55013 Class B

 Storage Temperature : -20 ~ +80°C EN55024 Class B EN55020 Class B
* FCC Part 15 Class B
* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

EET ) Model Name O/P Voltage O/P Current AC Socket

50w %FSPOSO-DBAEV 12v 4.16A C14 o
50w FSP050-DBAB2* 24V 2.1A C14 o [
60W # FSP060-DBAE1* 12v 5.0A C14 o
60W FSP060-DBAB2 24V 2.5A C14 o o
50w FSP050-DBCD1* 12v 4.16A c8 [ (]
60W FSP060-DBCD1 12v 5.0A (03:} o o

*CCC Safety Approval
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FSP035/024 Series

AC Socket
Cc8
95.00+0.25 31.20+0.25
133
o
=)
)
o
0
i N——
LED

* Full range AC input design 100V~240V il

- Meet Energy Star EPS 2.0 /ErP Lot 7 CB @ ﬂ@“ F@ ( E
No Load Power Consumption = 0.3W

* LED indicator

*L.P.S Pass

* Input Frequency : 47-63Hz » Safety Standards

* Over Current Protection UL60950-1 UL60065

* Over Temperature Protection EN60950-1 EN60065

* Over Voltage Protection * EMC Standard:

* Operating Temperature : 0 ~ +40°C EN55022 Class B EN55013 Class B

- Storage Temperature : -20 ~ +80°C EN55024 Class B EN55020 Class B
* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current

FSP035-DACA1*°

FSP024-DACA1°

*CCC Safety Approval
©lEC60065 Approval

10



FSP040 Series )

ROHS!

AC Socket
C14

110.0+0.3 32.0+0.25

GZ'0¥0°0S
i

o| ocp S m (s |
of o

* Full range AC input design 100V~240V :

- Meet Energy Star EPS 2.0 /ErP Lot 7 CB 0
No Load Power Consumption = 0.3W

* LED indicator

5 ¥ FC (€ (@

*L.P.S Pass

* Input Frequency : 47-63Hz » Safety Standards:

* Over Current Protection UL60950-1

* Over Temperature Protection EN60950-1

* Over Voltage Protection *« EMC Standards:

» Operating Temperature : 0 ~ +40°C EN55022 Class B

- Storage Temperature : -20 ~ +80°C EN55024 Class B
* FCC Part 15 Class B
* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

VELET ] Model Name O/P Voltage O/P Current
20W FSP020-DGAA1* 5V 4.0A c14
25W FSP025-DGAA1* 5V 5.0A c14
30w FSP030-DGAA1* 12V 2.5A C14
30w FSP030-DGAA2 9V 3.33A C14
30w FSP030-DGAA3* 24V 1.25A Cc14
30w FSP030-DGAA5 48V 0.63A Cc14
36W FSP036-DGAA1* 12v 3.0A Cc14
40W FSP040-DGAA1* 12v 3.33A Cc14
40W FSP040-DGAA2 9V 4.44A C14
40W FSP040-DGAA3* 24V 1.67A C14
40W FSP040-DGAAS5 48V 0.83A Cc14
\ 50w FSP050-DGAA5 48V 1.04A C14

*CCC Safety Approval

1t



FSPO025 Series

AC Socket
Cc14

94.0+0.5 29.60.5

174

FE-

G'0F¥'8¢
1

* Full range AC input design 100V~240V

- Meet Energy Star EPS 2.0 /ErP Lot 7 CB °@“‘ FC C€

No Load Power Consumption = 0.3W
*L.P.S Pass

* Input Frequency : 47-63Hz » Safety Standards:

* Over Current Protection UL60950-1

* Over Temperature Protection EN60950-1

* Over Voltage Protection * EMC Standards:

» Operating Temperature : 0 ~ +40°C EN55022 Class B

- Storage Temperature : -20 ~ +80°C EN55024 Class B
* FCC Part 15 Class B
* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current
30w %FSPO30-DYAB1 12v 2.5A C14
25W FSP025-DYAA2 9V 2.78A C14
25W FSP025-DYAA3* 12v 2.08A C14
25W FSP025-DYAA4 19V 1.32A C14
25W FSP025-DYAAS5 24V 1.04A C14
25W FSP025-DYAA6 48V 0.52A Cc14
15W FSP015-DYAA1* 5V 3.0A C14
15W FSP015-DYAA3 12V 1.25A Cc14
- >,

*CCC Safety Approval
% New Product Release, ETD : 2011Q3

or notice.
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78.310.5

38

GT0¥8°LS

G'0¥0'LE

SPEC LABEL

SPEC LABEL

SPEC LABEL

K 1 ) \ i

* Full range AC input design 100V~240V

* Meet Energy Star EPS 2.0 /ErP Lot 7
No Load Power Consumption = 0.3W

* LED indicator

*L.P.S Pass

* Input Frequency : 47-63Hz
* Over Current Protection

* Over Temperature Protection

* Over Voltage Protection

» Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

» Safety Standards:

UL60950-1 UL60065

EN60950-1 EN60065
* EMC Standards:
EN55022 Class B EN55013 Class B
EN55024 Class B  EN55020 Class B
* FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current AC So_ekﬂ
18W FSP018-DEDE1 12v 1.5A us o
18W FSP018-DEEE1 12v 1.5A EU o o
18W FSP018-DEFE1 12v 1.5A UK o
24W FSP024-DEDC1 12v 2.0A us o
24W FSP024-DEEC1 12v 2.0A EU o
24W %FSPOM-DEFN 12v 2.0A UK o
24W %FSP024-DEGC1 12V 2.0A AU o

#/

New Product Release, ETD : 2011Q3




* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7

No Load Power Consumption = 0.3W
* L.P.S Pass

& ——
AC Socket
EU us
o | I
©) | |
| I
| |

S'0¥S'SY

SPEC LABEL
SPEC LABEL

A
al’

CB £g® ‘®- FE€ C€

* Input Frequency : 47-63Hz  Safety Standards:
* Over Current Protection UL60950-1

* Over Temperature Protection EN60950-1

» Over Voltage Protection * EMC Standards:

* Operating Temperature : 0 ~ +40°C EN55022 Class B
*» Storage Temperature : -20 ~ +80°C EN55024 Class B

Wattage

* FCC Part 15 Class B
* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

Model Name O/P Voltage O/P Current AC Socket
FSP010-DWDA1

FSP010-DWEA1

FSP012-DWDA2

FSP012-DWEA2

G'0¥0°0¢

14



FSP150/130-AlO0 Se

AC Socket
C6

171.0£0.5 40.0+1

.

§'0%0'2L
(o)

q

POWER INDICATCED
AC Socket
C6

160.0£0.5 40.0+1

] ——

7

b1

* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7

No Load Power Consumption = 0.5W
*L.P.S Pass

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection

* Over Voltage Protection

» Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

Model Name

Wattage

FSP130-RBB

§0%G°GL
o

O/P Voltage

AN

cus

CB 265 ® FC (€ @ &>

- Safety Standards:
UL60950-1
EN60950-1
« EMC Standards:
EN55022 Class B
EN55024 Class B
*FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full load at 25°C ambient

O/P Current

FSP150-RBB

16



FSP090-NB Series

AC Socket
C6 Cc8
129+0.5 30.9+0.5 30.9+0.5
© ©
@2
1

3%

* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7

No Load Power Consumption = 0.3W
* L.P.S Pass

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection

* Over Voltage Protection

* Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

\_ LED

. Safety Approval
CB 26 ® F€ (€ @

» Safety Standards:
UL60950-1
EN60950-1
* EMC Standards:
EN55022 Class B
EN55024 Class B
*FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current
90W FSP090-D2BA1 19V 4.74A cé
IowW FSP090-D2CA1 19V 4.74A cs8

% New Product Release, ETD : 2011Q2

ESP recerves the riaht to chanae the
SP reserves the right to change the «

16




FSP065-NB Series

AC Socket
108.3+1 C6 C8
30.0+1 30.0¢1

L¥€9Y

©

< HH %

S o
-

* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7 CB c@m F@ c €

No Load Power Consumption = 0.5W

* L.P.S Pass

* Input Frequency : 47-63Hz » Safety Standards:

* Over Current Protection UL60950-1

* Over Temperature Protection EN60950-1

» Over Voltage Protection * EMC Standards:

» Operating Temperature : 0 ~ +40°C EN55022 Class B

+ Storage Temperature : -20 ~ +80°C EN55024 Class B
*FCC Part 15 Class B
* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current o
65W FSP065-RAB* 19V 3.42A Cé6
65W FSP065-RBB* 20V 3.25A Cé6
65W FSP065-RAC* 19V 3.42A Cc8
65W FSP065-RBC 20V 3.25A Cc8
65W % FSP065-REB 19V 3.42A Cé
65W # FSP065-REC 19v 3.42A (03]
N J

*CCC Safety Approval
New Product Release, ETD : 2011Q4

17|



91.5+0.5

(<] o
%F o0
(-] o

* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7

No Load Power Consumption = 0.3W
* L.P.S Pass

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection

* Over Voltage Protection

- Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

2

86.0+0.5

CB 2e® ‘® FC (€ @

» Safety Standards:

UL60950-1
EN60950-1

*« EMC Standards:
EN55022 Class B
EN55024 Class B

*FCC Part 15 Class B

* MTBF :

G'0¥G°LE

G'0¥G'9¢€

AC Socket
C6

26.0+0.5

©
o@

AC Socket
C8
26.0+0.5

©©,

Minimum 60,000 hours at full load at 25°C ambient

ETRET Model Name O/P Voltage O/P Current AC Socket
30w FSP030-RAB 19V 1.58A cé
36W FSP036-RAB 12v 3.0A Ccé
40W FSP040-RAB 19v 2.1A Ccé
40W FSP040-RBB 20v 2.0A C6
36W FSP036-RAC 12v 3.0A [o3:}
40W FSP040-RAC 19V 2.1A [o3:}

L 40w FSP040-RBC 20V 2.0A cs8
FSP reserves the right to change the it prior notice.
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* Full range AC input design 100V~240V
» Meet Energy Star EPS 2.0 /ErP Lot 7
No Load Power Consumption = 0.5W
* Innovation in Ultra Slim size 16.5mm
* Power Density up to 13 watt/inch?®
» High Performance and Low Consumption

AC Socket

LC.

c8
120.0£0.5 16.5¢0.5
(HHI @
o
: 18
+
o
o
105.0+0.5 16.5:0.5

(e

§'0%0°GS
@

95.0 16.5+£0.5

Product

e LSpecificat \

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection
» Over Voltage Protection

+ Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

LV EHET

Model Name

FSP090-RSCA*

008
©X0)

CB ®- FE C€

- Safety Standards
UL60950-1
EN60950-1
- EMC Standards:
EN55022 Class B
EN55024 Class B
*FCC Part 15 Class B
* MTBF :
Minimum 60,000 hours at full load at 25°C ambient

O/P Voltage O/P Current AC Socket

FSP065-RSCA*

FSP040-RSCA

*CCC Safety Approval

The content is subject to change, please refer to Specification for more detail.



* Full range AC input design 100V~240V
* Meet Energy Star EPS 2.0 /ErP Lot 7
Average Efficiency = 87%
No Load Power Consumption = 0.5W
* LED indicator
* With PFC Function

_General Specification

g

* Input Frequency : 47-63Hz

* Over Current Protection

* Over Temperature Protection

» Over Voltage Protection

* Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

Wattage

Model Name

# FSP060-RAA

AC Socket

c14
146.2£0.5 39.0:05

@ N
>
a o=n
R o
= =
(8]

0
— -
LED

CB ® FC C€

- Safety Standards
UL60950-1
EN60950-1

*« EMC Standards:
EN55022 Class B
EN55024 Class B

*FCC Part 15 Class B

* MTBF :

Minimum 60,000 hours at full load at 25°C ambient

O/P Voltage O/P Current AC Socket

FSP100-RAA

FSP reserves the right to change the content

t without prior notice
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AC Socket
Cc14 Cc8
197.0+£0.5 43.0£0.5 43.0+0.5
—F——R A S—
o]
o
ﬁ [~
° ° ° ° o oo
- = ) - c::ﬂﬂnﬂd: o om0
::I::b L

SN

* Full range AC input design 100V~240V - =
- High Efficiency: CB A\ |

Average Efficiency= 87%

No Load Power Consumption = 0.5W
» High Reliability
* With PFC Function

* Input Frequency : 47-63Hz - Safety Standards
» Over Current Protection IEC60601-1

» Over Voltage Protection * EMC Standards:
- Operating Temperature : 0 ~ +40°C EN55011 Class B
- Storage Temperature : -20 ~ +80°C * MTBF :

Minimum 100,000 hours at full load at 25°C ambient

Model Name O/P Voltage O/P Current AC Socket

FSP180-ABAM1

FSP180-AAAM1

FSP180-AKAM1

FSP180-AACM1

The content is subject to change, please refer t

nore detail.



&\

AC Socket
C14

171.0£0.5 43.0£0.5

ArE=— :ﬂ

* Full range AC input design 100V~240V

S'0¥0'2.

[/'
L

®
* Series Models are certified by medical and CB CN us

ITE safety standards.

* Meet Energy Star EPS 2.0 /ErP Lot 7

Average Efficiency = 87%

No Load Power Consumption = 0.5W
* Low safety ground leakage current

* With PFC Function

* Input Frequency : 47-63Hz
* Over Current Protection
* Over Voltage Protection

* Operating Temperature : 0 ~ +60°C
» Storage Temperature : -40 ~ +85°C

s

—— ——

N

» Safety Standards
IEC 60601-1

* EMC Standards:
EN55011 Class B

*FCC Part 15 Class B
* MTBF :
Minimum 100,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current AC Socket
120W FSP135-1K20M1 12v 10.00A c14
120W FSP135-1K21M1 13V 9.23A c14
130W FSP135-1K30M1 14V - 16V 9.29A c14
135W FSP135-1K31M1 18V - 19V 7.50A c14
135W FSP135-1K33M1 20V - 21V 6.75A c14
135W FSP135-1K40M1 24V - 25V 5.63A c14
135W FSP135-1K50M1 28V - 29V 4.83A c14
135W FSP135-1K60M1 30V - 32V 4.50A c14
135W FSP135-1K70M1 36V - 38V 3.75A c14

- 135W FSP135-1K80M1 46V - 50V 2.94A c14 -

FSP reserves the right to change the content without prior notice.
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* Full range AC input design 100V~240V
» High Efficiency:

No Load Power Consumption = 0.3W
* LED indicator
*L.P.S Pass

* Input Frequency : 47-63Hz
* Over Current Protection
» Over Voltage Protection

- Operating Temperature : 0 ~ +40°C
- Storage Temperature : -20 ~ +80°C

LN

117.840.5

N

S'0¥8'6¥

CB >\

- Safety Standards
IEC60601-1

- EMC Standards:
EN55011 Class B
* MTBF :
Minimum 100,000 hours at full load at 25°C ambient

VETET[) Model Name O/P Voltage O/P Current AC Socket
25W FSP025-RAAM 5V 5.0A c14
30w FSP030-RBAM 9V 3.33A Cc14
30w FSP030-RCAM 12v 2.5A Cc14
30w FSP030-RDAM 15V 2.0A c14
30w FSP030-REAM 18V 1.67A c14
30w FSP030-RFAM 24V 1.25A c14
30w FSP030-RIAM 48V 0.625A C14

The content is subject to change, please refer to Specification for more detail.

AC Socket
Cc14

I— 32.0+0.5 —l




FSP015 Wall Mount Medical Ser

78.3+0.5

51.8+0.5

UL(1-15P) UL(2-20P) UK EU

* Full range AC input design 100V~240V
* AC Plug Changeable
» High Efficiency:

No Load Power Consumption = 0.3W
* LED indicator
* L.P.S Pass

* Input Frequency : 47-63Hz » Safety Standards
« Over Current Protection IEC 60601-1

» Over Voltage Protection * EMC Standards:
* Operating Temperature : 0 ~ +40°C EN55011 Class B
- Storage Temperature : -20 ~ +80°C * MTBF :

Minimum 100,000 hours at full load at 25°C ambient

Wattage Model Name O/P Voltage O/P Current AC Socket
15W FSP015-RAMM 5V 3.0A Changeable
15W FSP015-REMM 6V 2.5A Changeable
15W FSP015-RBMM 9V 1.6A Changeable
15W FSP015-RCMM 12V 1.25A Changeable
15wW FSP015-RDMM 15V 1.0A Changeable
15W FSP015-RFMM 24V 0.625A Changeable
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