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公司简介
Company Profile

深圳欧陆通电子股份有限公司成立于1995年，是中国最大的开关电源供应商之一。

工厂规模：占地25000平方米，职工人数1500人，年营业额1.5亿美金
Factory Scale:An area of 25000㎡，1500 employees,annual turnover is 130 million US dollars.

Customized Power Supply Solutions:We can do customized solutions as per customer’s requirements with 

High Efficiency,High Reliability and High cost effective.

ASPOWER三个核心业务方向：
Three core business directions of ASPOWER:

主要测试设备
Main Test Equipments 

仪器设备名称  Equipments Name

环路分析仪

EMI传导测试仪

三相交直流电源（15KW)

高加速奉命测试箱

雷击试验仪

辐射测试暗室

自动测试仪

红外线热成像仪

IPC9592B可靠性试验设备

Loop Analyzer 

EMI Conduction Tester

Three-phase AC / DC Power Supply

恒温恒湿试验箱 Temperature And Humidity Chamber

Infrared Thermal Imager

Lightning Tester

HALT

Radiation Test Chamber

ATE(Chroma 8000)

IPC9592B Reliability Test Equipment

2011年成立销售、研发及生产为一体的IPC事业部，经营ASPOWER品牌服务器电源，通信电源等工业级产品。

ASPOWER专注于IPC电源解决方案，资深研发团队70多人，是中国IPC电源市场产品线最全的品牌。

Shenzhen Honor Electronics Co.,Ltd(the following called honor in short) was founded in 1995,which is one of

the largest manufacturers of switching power supply in China.

In 2011 , Honor set up IPC department including sales,R&D and production,Manages server , telecom power 

supply and other industrial products under ASPOWER brand.

ASPOWER focues on power supply solutions, supplying products with the widest range ofproduction line in 

China's IPC power supply market and it has more than 70 people from senior R&D team.

服务器、存储、工控电源：包含1U~2U单电源、N+1冗余电源、各类冗余模块电源；

网络安全、安防监控、通信电源：网闸、NVR、PoE电源、企业级交换机冗余电源模块；

客户订制电源：为客户提供高效、高可靠性、高性价比的非标电源定制方案。

Server,Storage,Industrial Control Power Supply:1U/2USingle Power Supply,N+1Rerdundant Power Supply,

All kinds of Redundant Module Power Supply.

Network Security,Monitoring,Telecom power supply:Ethernet Gatekeeper(GAP),NVR,PoE PowerSupply,

Enterprise Switching Redundant Power Supply Module;



D120*W60*H30mm

P1A-B1xxxx-D

D150*W68*H41mm

D150*W81*H40mm

P1A-C2xxxx-D

Series:PoE

P1A-Axxxxx-D

Voltage

Output 

Current

Watt N/A 50W、60W

Frequency 50/60HZ N/A

Note Ripple and Noise:54V/270mV;24V/240mV;12V/120mV

Remarks:.1.PS/ON  2.Hold time:20mS min at 230Vac input   3.Class B  4.Output Protection:SCP;OCP;OVP;OTP 
5.Operating Temperature:-40℃~70℃ Storage Temperature:-55℃~80℃

InputName

54V 24V 12V100~240Vac

1.15~0.72A

Option:54V or 24V or 12V※

0.93~1.11A 2.09~2.5A 4.17~5A

Series:CRPS

D185*W73.5*H39mm

U1D-D1xxxx-DRB

Voltage -36~72Vdc

Output 

Current 23~18A

Watt N/A 550W、800W

Frequency N/A

Note Ripple and Noise:12V/120mV; 12Vsb/120mV

Remarks: 1.Class A  2.Output Protection:SCP;OPP;OCP;OVP;OTP3.Operating Temperature:0℃~50℃
Storage Temperature:-40℃~70℃

ConditionInputName

12V 12Vsb

N/A

41~66A 2A

D185*W73.5*H39mm

BMS-D
(Compatible CRPS PSU)

Voltage 100~240Vac

Single Output 

Current 4~2A

Watt N/A 100W、120W、150W

Frequency 50/60HZ N/A

Note Ripple and Noise:54V/270mV;24V/240mV;12V/120mV

Remarks:1.Hold time:16mS min at 230Vac input  2.Class A  3.Output Protection:SCP;OPP;OCP;OVP;OTP
4.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

54V 24V 12V

1.85~2.78A 4.17~6.25A 8.34~12.5A

Voltage

Output 

Current

Watt N/A 200W、280W

Frequency N/A

Note Ripple and Noise:54V/270mV12V/120mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input  3.Class A 4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:-25℃~60℃ Storage Temperature:-40℃~70℃

InputName

4~1A

100~240Vac

50/60Hz

Option:54V and 12V,or 54V Only※

54V 12V

3.2~5A 3A

D185*W73.5*H39mm

U1A-D1xxxx-DRB
(Support  Granty、Purley)

PLUS

Voltage
100~240Vac

140~380Vdc

Output 

Current 15~5A

Watt N/A 305W、350W、550W、800W、1200W、1400W、1600W

Frequency
AC:50/60HZ

DC:N/A
N/A

Ripple and Noise:12V/120mV; 12Vsb/120mV

Remarks:1.PS/ON  2.Hold time:12mS min at 115Vac input  3.Class A  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

12V

90~180Vac or140~280Vdc 180~264Vac or 280~380Vdc

12Vsb 12V 12Vsb

Note

25~83A 2A 2A25~133A

Input 

Remarks: 1.Charge time: <2hr   2.Discharge time:360W >5minutes  3.Protection function:OCP;OTP;SCP;OVP;UVP;
Over changing protection;Over dischanging protection 4. Support I²C

Output 

Discharge Voltage +12V+12V

Charge  Current 4A Max DisCharge  Current 45A Max

Charge  time 3Hr 5min/30ADisCharge  time

Charge  Voltage

21

Option:1.Lightning +6KV or -6KV; 2. 800W、920W，54V Output Option ※



Series:PoE

D160*W90*H36.5mm

P1A-D1xxxx-D

Voltage 100~240Vac

Output 

Current

Watt N/A 150W、250W、350W

Frequency 50/60HZ N/A

Note Ripple and Noise:54V/270mV;12V/120mV

Remarks:1.Hold time:16mS min at 230Vac input  2.Class A  3.Output Protection:SCP;OPP;OCP;OVP;OTP  
4.Operating Temperature:-25℃~50℃ Storage Temperature:-40℃~70℃

InputName

54V 12V

6~3A 2.38~5.8A 1.67~3A

Option:54V and 12V,or 54V Only※

D127*W79.6*H39.5mm

PLUS

P1A-F1xxxx-D

Voltage 100~240Vac

Output 

Current 8~1.5A

Watt N/A 250W、350W、450W

Frequency 50/60HZ N/A

Note Ripple and Noise:54V/270mV;24V/240mV;12V/120mV

Remarks:1.Hold time:16mS min at 230Vac input  2.Class A  3.Output Protection:SCP;OPP;OCP;OVP;OTP  
4.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

54V 24V 12V

4.63~8.33A 10.42~18A 20.84~37A

Option:54V or 24V or 12V※

D160*W90*H36.5mm

P1A-E1xxxx-D

Voltage

Output 

Current

Watt N/A 280W、370W、455W

Frequency 50/60HZ N/A

Note Ripple and Noise:54V/270mV;12V/120mV

Remarks:1.PS/ON  2.Hold time:16mS min at 115Vac input   3.Class A  4.Output Protection:SCP;OCP;OVP;OTP  
5.Operating Temperature:0℃~60℃ Storage Temperature:-40℃~70℃

InputName

54V 12V100~240Vac

5~3A 3.5~7.2A 5.4A

Option:54V and 12V,or 54V Only※

Series:PoE

525W:D190*W136*H34mm

P1A-G1xxxx-D

PLUS Voltage 90~264Vac

Multi- Output 

Current 9~2.7A

Watt N/A 525W、880W、915W

Frequency 50/60HZ N/A

Note Ripple and Noise:54V/500mV;12V/120mV;+5Vsb/100mV

Remarks:1.Hold time:16mS min at 230Vac input  2.Class B  3.Output Protection:SCP;OPP;OCP;OVP;OTP
4.Operating Temperature:-5℃~70℃ Storage Temperature:-40℃~85℃

InputName

+54V +12V +5Vsb

7.2~14.5A 8.3~11.25A 0.5A

D196*W89.6*H40mm

P1A-H2xxxx-D

D217.5*W127*H40.5mm

P1A-I1xxxx-D

Voltage 100~240Vac

Single Output 

Current 6.3~3A

Watt N/A 150W

Frequency 50/60HZ N/A

Note Ripple and Noise:12V/120mV

Remarks:1.Hold time:20mS min at 230Vac input  2.Class B  3.Output Protection:SCP;OCP;OVP;OTP 
 4.Operating Temperature:-25℃~55℃ Storage Temperature:-40℃~70℃

InputName

12V

12.5A

Voltage 100~240Vac

 Single Output 

Current 9~2.7A

Watt N/A 450W

Frequency 50/60HZ N/A

Note Ripple and Noise:54.5V/500mV

Remarks:1.Hold time:20mS min at 230Vac input  2.Class A  3.Output Protection:SCP;OCP;OVP;OTP 
 4.Operating Temperature:-10℃~55℃ Storage Temperature:-40℃~70℃

InputName

54.5V

8.26A

880/915W:D210*W152*H34mm
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Series:Slim

D155*W50.5*H38mm

U1A-H1xxxx-DRB

100~240Vac

Single Output 

Current 2~1A

Watt N/A 70W

Frequency 50/60HZ
N/A

Note Ripple and Noise:12V/120mV

Remarks:1,Hold time:16mS min at 115Vac input  2,Class B  3,Output Protection:SCP;OPP;OCP;OVP;OTP
4,Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

Voltage 12V

5.8A

D190*W136*H34mm

U1A-L1xxxx-DRB

Voltage
100~240Vac

140~380Vdc

Output 

Current 9~2.7A

Watt N/A 300W、650W

Frequency
AC:50/60HZ

DC:N/A
N/A

Note Ripple and Noise:12V/120mV;5V/50mV

Remarks:1、PS/ON 2,Hold time:20mS min at 115Vac input  3,Class A  4,Output Protection:SCP;OPP;OCP;OVP;
OTP  5,Operating Temperature:-5℃~55℃ Storage Temperature:-40℃~70℃

InputName

12V 5Vsb

25~54A 3A

D252*W48*H40mm

U1A-P1xxxx-DRB

PLUS
Voltage

 Output 

Current

Watt N/A 550W、750W

Frequency
AC:50/60HZ

DC:N/A
N/A

Note Ripple and Noise:12V/120mV;5Vsb/50mV

Remarks:1、PS/ON 2,Hold time:12mS min at 115Vac input  3,Class A  4,Output Protection:SCP;OPP;OCP;OVP;
OTP  5,Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

12V 5Vsb
100~240Vac

140~380Vdc

10~3A 45~62A 3A

D196*W50.5*H40mm

U1A-K1xxxx-DRB

Voltage

 Output 

Current 6.3~2A

Watt N/A 300W、400W

Frequency
AC:50/60HZ

DC:N/A
N/A

Note Ripple and Noise:12V/120mV;5Vsb/50mV

Remarks:1、PS/ON 2,Hold time:16mS min at 115Vac input  3,Class B  4,Output Protection:SCP;OPP;OCP;OVP;
OTP  5,Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

12V 5Vsb

25~33A 3A

100~240Vac

140~380Vdc

Series:Customized Power Supply

D357.7*W110*H39.8mm

U1A-Q1xxxx-DRBB

Voltage

Single Output 

Current

Watt N/A 1100W、1200W

Frequency

N/ANote Ripple and Noise:12V/120mV

Remarks: 1.Hold time:16mS min at 230Vac input 2.ClassA  3.Output Protection:SCP;OPP;OCP;OVP;OTP  
4.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

10A

50Hz

D215*W101.6*H40mm

U1A-D1xxxx-DR

Voltage

Output 

Current

Watt N/A

Frequency N/A

Note Ripple and Noise:12V/120mV;-12V/120mV;5Vsb/50mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input 3.ClassB  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:-20℃~65℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

4A

50/60Hz

12V
-12V 5Vsb

300W

Option

25A 1A 3A

D415.2*W97*H82.6mm

U2A-C1xxxx-DRBB

Voltage

Single Output 

Current

Watt N/A 750W、850W

Frequency N/A

Note Ripple and Noise:12V/120mV

Remarks:1、Hold time:16mS min at 230Vac input 2,ClassA  3,Output Protection:SCP;OPP;OCP;OVP;OTP 
4,OperatingTemperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

5A

50Hz

12V

62.5~70.84A

12V

91.67~100A

D190*W100*H40mm

U1A-G3xxxx-D

Voltage

Output 

Current

Watt N/A

Frequency N/A

Note
Ripple and Noise:+5V/50mV;+3.3V/50mV;12V/120mV;-12V/120mV;
5Vsb/50mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input 3.ClassB  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:-20℃~65℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

2A

50/60Hz

350W

+5V +3.3V 12V -12V

20A 20A 28A 0.3A

Option:+5V,+3.3V,-12V※

5Vsb

3A

65

N/A

PLUS

PLUS
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Series:1U Redundant

D190*W106*H39.5mm

R1A-HHxxxx

Voltage

Output 

Current

Watt N/A 60W、70W

Frequency N/A

Note Ripple and Noise:5V/50mV;3.3V/50mV;12V/120mV;-12V/120mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input  3.ClassB  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:-10℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac 5V 3.3V 12V -12V

2~1A 5A 5A 5~5.83A 0.3A

50/60Hz

Option:+5V,+3.3V,-12V※

D190*W106*H39.5mm

R1D-HHxxxx

Voltage

Output 

Current

Watt N/A 60W、70W

Frequency N/A

Note Ripple and Noise:5V/50mV;3.3V/50mV;12V/120mV;-12V/120mV

Remarks:1.PS/ON  2.ClassB  3.Output Protection:SCP;OPP;OCP;OVP;OTP  4.Operating Temperature:
-10℃~50℃ Storage Temperature:-40℃~70℃

InputName

-36~72Vdc 5V 3.3V 12V -12V

3A 5A 5A 5~5.83A 0.3A

50/60Hz

Option:+5V,+3.3V,-12V※

R1A-KHxxxx

D218.5*W106*H41.5mm

Series:1U&2U Single

D150*W81.5*H40mm

U1A-A1xxxx-D

D190*W100*H40mm

U1A-C2xxxx-D

Voltage 100~240Vac

Output 

Current 6.5~2.5A

Watt N/A 500W、600W

Frequency 50/60HZ N/A

Note
Ripple and Noise:+5V/50mV; +3.3V/50mV; 12V/120mV; -12V/120mV; 
5Vsb/50mV

Remarks:1.PS/ON  2.Hold time:16mS min at 115Vac input  3.Class A  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

+5V +3.3V 12V -12V 5Vsb

25A 25A 40~48A 1A 3A

D250*W100*H70mm

U2A-A2xxxx-D

Voltage 100~240Vac

Output 

Current 10~4A

Watt N/A 700W、800W、850W

Frequency 50/60HZ N/A

Note
Ripple and Noise:+5V/50mV; +3.3V/50mV; 12V/120mV; -12V/120mV; 
5Vsb/50mV

Remarks:1.PS/ON  2.Hold time:16mS min at 115Vac input  3.Class A  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

+5V +3.3V 12V -12V 5Vsb

30A 30A 58~70A 1A 3A

D210*W100*H70mm

U2A-B2xxxx-S

Voltage 100~240Vac

Output 

Current 10~3A

Watt N/A 400W、500W、600W

Frequency 50/60HZ N/A

Note
Ripple and Noise:+5V/50mV; +3.3V/50mV; 12V/120mV; -12V/120mV; 
5Vsb/50mV

Remarks:1.PS/ON  2.Hold time:16mS min at 115Vac input  3.Class A  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

+5V +3.3V 12V -12V 5Vsb

25A 25A 32~48A 0.5A 3A

Voltage 100~240Vac

Output

Current 5~2A

Watt N/A 300W、400W、450W

Frequency 50/60HZ N/A

Note
Ripple and Noise:+5V/50mV; +3.3V/50mV; 12V/120mV; -12V/120mV; 
5Vsb/50mV

Remarks:1.PS/ON  2.Hold time:16mS min at 115Vac input  3.Class B  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

+5V +3.3V 12V -12V 5Vsb

16A 16A 25~37A 0.5A 3A

Option:+5V,+3.3V,-12V※

Option:+5V,+3.3V,-12V※

Option:+5V,+3.3V,-12V※

Option:+5V,+3.3V,-12V※

Output 

Current

Watt N/A 150W、300W、400W

Frequency N/A

Note
Ripple and Noise:+5V/50mV;+3.3V/50mV;12V/120mV;-12V/120mV;
5Vsb/50mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input  3.ClassB  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

140~380Vdc

6.3~2A

AC:50/60Hz

DC:N/A

+5V +3.3V 12V -12V

12A~18A 12A~18A 12A~33A 0.5A 3A

Voltage

Option:+5V,+3.3V,-12V※

5Vsb
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Series:2U Redundant

D208*W85*H84mm

R2A-BVxxxx-N

D225*W77.5*H84mm

R2A-DVxxxx-N

D225*W77.5*H84mm

R2D-DVxxxx-N

Voltage

Output 

Current

Watt N/A

Frequency N/A

Note
Ripple and Noise:+12V/120mV;3.3V/50mV;5V/50mV;5Vsb/50mV;
-12V/120mV

Remarks:1.ClassA  2.Output Protection:SCP;OPP;OCP;OVP;OTP  4.Operating Temperature:0℃~50℃
Storage Temperature:-40℃~70℃

InputName

40V~60Vdc

25~20A

N/A

+12V 3.3V 5V 5Vsb -12V

40~66.5A 25A 25V 4A 1A

550W、800W

Option:+5V,+3.3V,-12V※

Output 

Current

Watt N/A 350W

Frequency N/A

Note
Ripple and Noise:+5V/50mV;+3.3V/50mV;12V/120mV;-12V/120mV;
5Vsb/50mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input 3.ClassA  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

4~2A

50/60Hz

+5V +3.3V 12V -12V 5Vsb

25A 25A 28A 0.5A 3A

100~240Vac

Option:+5V,+3.3V,-12V※

Voltage

D218.5*W106*H41.5mm

R1D-KHxxxx

Voltage

Output 

Current

Watt N/A 150W、300W、400W

Frequency N/A

Note
Ripple and Noise:+5V/50mV;+3.3V/50mV;12V/120mV;-12V/120mV;
5Vsb

Remarks:.PS/ON  2.ClassB  3.Output Protection:SCP;OPP;OCP;OVP;OTP  4.Operating Temperature:
0℃~50℃ Storage Temperature:-40℃~70℃

InputName

-36~72Vdc

10~4A

+5V +3.3V 12V -12V 5Vsb

12~18A 12~18A 12~33A 0.5A 3A

N/A

Option:+5V,+3.3V,-12V※

Series:1U Redundant

D226*W156*H41.5mm

R1A-DHxxxx

Voltage

Output 

Current

Watt N/A 350W、550W、800W、1200W

Frequency N/A

Note Ripple and Noise:12V/120mV;3.3V/50mV;5V/50mV;5Vsb/50mV;-12V/120mV

Remarks:1.PS/ON  2.Hold time:12mS min at 115Vac input 3.ClassA  4.Output Protection:SCP;OPP;OCP;OVP;
OTP 5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

140~380Vdc

15~5A

AC:50/60Hz

DC:N/A

90~180Vac or 140~280Vdc 180~264Vac or 280~380Vdc

    12V    3.3V      5V 5Vsb -12V 12V    3.3V      5V 5Vsb -12V

25~83A 30A 25A 4A 1A 25~133A 30A 25A 4A 1A

Option:+5V,+3.3V,-12V※

D226*W156*H41.5mm

R1D-DHxxxx

+12V +3.3V 5V -12V5VsbVoltage

Output 

Current

Watt N/A 550W、800W

Frequency N/A

Note
Ripple and Noise:+12V/120mV;+3.3V/50mV;5V/50mV;5Vsb/50mV
-12V/120mV

Remarks:1.ClassA  2.Output Protection:SCP;OPP;OCP;OVP;OTP  3.Operating Temperature:0℃~50℃
Storage Temperature:-40℃~70℃

InputName

-36~72Vdc

23~18A 41~66A 30A 25A 4A 1A

N/A

Option:+5V,+3.3V,-12V※
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Voltage

Output 

Current

Watt N/A 350W、550W、800W、1200W

Frequency N/A

Note Ripple and Noise:12V/120mV;3.3V/50mV;5V/50mV;5Vsb/50mV;-12V/120mV

Remarks:1.PS/ON  2.Hold time:12mS min at 115Vac input 3.ClassA  4.Output Protection:SCP;OPP;OCP;OVP;
OTP 5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

140~380Vdc

15~5A

AC:50/60Hz

DC:N/A

90~180Vac or 140~280Vdc 180~264Vac or 280~380Vdc

    12V    3.3V      5V 5Vsb -12V 12V    3.3V      5V 5Vsb -12V

25~83A 30A 25A 4A 1A 25~133A 30A 25A 4A 1A

Option:+5V,+3.3V,-12V※



D280*W101*H84mm

R2A-PVxxxx-WBB

Voltage

Output 

Current

Watt N/A

Frequency N/A

Note
Ripple and Noise:+5V/50mV;+3.3V/50mV;12V/120mV;-12V/120mV;
5Vsb/50mV

Remarks:1.PS/ON 2.ClassA  3.Output Protection:SCP;OPP;OCP;OVP;OTP  4.Operating Temperature:0℃~50℃
Storage Temperature:-20℃~60℃

InputName

100~240Vac

140~380Vdc

8~5A

AC:50/60Hz

DC:N/A

+5V +3.3V 12V -12V 5Vsb

20~25A 18~25A 45~62A 0.5A 3A

550W、750W

Option:+5V,+3.3V,-12V※

D240*W101*H84mm

R2A-GVxxxx-W

Voltage

Output 

Current

Watt N/A 550W、750W

Frequency N/A

Note
Ripple and Noise:12V/120mV;3.3V/50mV;5V/50mV;5Vsb/50mV;
-12V/120mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input;  3.ClassA  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

100~240Vac

15~8A

AC:50/60Hz

Option:+5V,+3.3V,-12V※

+5V +3.3V 12V -12V 5Vsb

30A 30A 46~62A 1A 3A

Series:2U Redundant

D185*W150*H86mm

R2A-MVxxxx

Voltage

Output 

Current

Watt N/A 400W、550W、700W

Frequency N/A

Note
Ripple and Noise:+5V/50mV;+3.3V/50mV;12V/120mV;-12V/120mV;
5Vsb/50mV

Remarks:1.PS/ON 2.Hold time:16mS min at 115Vac input 3.ClassA  4.Output Protection:SCP;OPP;OCP;OVP;
OTP  5.Operating Temperature:0℃~50℃ Storage Temperature:-40℃~70℃

InputName

10~5A

50/60Hz

+5V +3.3V 12V -12V 5Vsb

30A 30A 37~58A 1A 3A

100~240Vac

Option:+5V,+3.3V,-12V※
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