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BACKGROUND INTRODUCTION 

Headquarters: Taipei, Taiwan 

Established: Oct. 2001 

Capital: USD 5,000,000 

No. of Employee: 50 

 

China Factory: Shipai, Dong Guan 

Established: Sep. 2008 

No. of Employee: 450 

 

Philippines Factory:  

Lima Technology Park, Batangas 

Under Construction 

Estimated Completion in Dec. 2020 

 

 

 



ISO CERTIFIED 
        ISO 9001:2015                                           ISO 14001:2015                                                                                          



 

 

ISO 13485 



 

 

 

Qualified in Sep. 2009. 

 

SONY  SPP (SAFETY PARTS PARTNER) 



PRODUCT CATEGORIES 

ƻ  I.T.E. Standard Switching AC Adapter (5W ~ 300W ) 

    GaN FET Switching AC Adapter (90W~300W) 

IEC/ EN/ UL 60950 for I.T. Equipment 

IEC/ EN/ UL 62368 for Audio/Video & I.T. Equipment 

DoE Level VI / ErP (EU) 2019/1782 / CoC Tier 2  



PRODUCT CATEGORIES 

ƻ  Medical Grade Switching AC Adapter (6W ~ 300W)  

    GaN FET Switching AC Adapter (200W~300W) 

IEC/ EN/ ANSI/AAMI ES60601-1 (Edition 3.1) for Medical Equipment 

IEC 60601-1-2 : 2014 (Edition 4.0) for EMC Standard 

DoE Level VI / ErP (EU) 2019/1782 



ƻ  I.T.E. / Medical Open Frame Power Supply 

Single Output: 12W / 24W / 65W / 120W  

                          150W / 200W / Small Size 200W 

Dual Output: 210W / 305W / 450W / 612W 

DoE Level VI / ErP (EU)2019/1782 

PRODUCT CATEGORIES 



SAFETY CERTIFICATE 
Product and Factory Qualified from Worldwide Safety Agent       



 

ÂRD Background Company 

     Provide design service upon customerôs request 

ÂUpgrade Technology Continuously 

ÂConcentrate, Professional, Proficiency 

ÂEmphasize on High Quality 

 

BUSINESS PHILOSOPHY 



MEDICAL APPLICATION 
 

ÂMedical Hospital Bed 

ÂMedical Grade All in One PC 

ÂDialysis Machine 

ÂMedical Monitor  

ÂMedical Printer  

 



 SPECIAL APPLICATION 
Customized Available 



Å Input Voltage: 100 ~ 240Vac 

Å Output: 75V / 4A 

Å Meet EN 60335-1 

Å Class II Design 

Å With C18 AC Socket 

Å Application:  

      Electric Wheelchair (IBOT)             

300W High Voltage Power Supply 
 



Å Input Voltage: 100Vac 

Å Multiple Output, up to 338W 

Å OCP / OVP / OTP / SCP / UVP Design 

Å Dimension:  

      192(L) x 182(W) x 60(H) mm 

Å Application: Pachinko Slot 

Gambling Machine  

Open Frame Power Supply 
 



Å Input Voltage: 100 ~ 240Vac 

Å Output: (1) 24V / 10A  

                     (2) 12V / 8A 

                     (3) 5V / 3A 

Å Slim Type Design  

Å Dimension:  

      250(L) x 250(W) x 15(H) mm 

Å Application:  55 inch LCD TV  

 

 

 350W Triple Output  

Open Frame Power Supply 



Å Input Voltage: 100 ~ 240Vac 

Å Output Selectable:  

      12V / 4A & 28.8V / 0.5A or  

      24V / 4A (Peak 17A) & 28.8V / 0.5A 

Å With Safety Cover and Iron box 

Å With Battery Backup Board / Control Board  

Å Application: Security System 

Access Control Unit Power Supply 



Å Input Voltage: 100 ~ 240Vac 

Å Multiple Output, up to 431W 

Å Means of Protection:  

      2 X MOPP 

Å OCP / OVP / OTP / SCP Design 

Å Application: Dialysis Machine 

Dialysis Machine Power Supply 



Å Input Voltage: 100 ~ 240Vac 

Å Main Power (Dual Output) 

       Output: 24V / 0.2~3A (Peak 4.5A / 15S max.) 

                       8V / 0.2~4A 

       Total Power: 104W max. 

       ( Peak 140W@15s when LED Driver OFF ) 

Å LED Driver  

       Output: 18V~170V/80mA (Constant Current) 

Å 5-Way Dimmer 

Å Dimension: 110(L) x 185(W) x 40(H) mm 

Å Application: Vending Machine 

 

 

140W Integrated Open Frame Power Supply 

Dimming 

Rate 

Dimming 

Signal 1 

Dimming 

Signal 2 
ON / OFF 

100% 
High 

(24V) 

High 

(24V) 

Low 

(0~1V) 

50% 
Low 

(0~1V) 

High 

(24V) 

Low 

(0~1V) 

25% 
High 

(24V) 

Low 

(0~1V) 

Low 

(0~1V) 

10% 
Low 

(0~1V) 

Low 

(0~1V) 

Low 

(0~1V) 

0% --- --- 
High 

(24V) 



Å 90W~300W Development 

Å Gallium Nitride Based Design 

Å High Power Density 

Å With 250KHz Frequency Switching 

Å Compact Power Stage Design 

Å Efficiency: 95% (Typical)  

Å Lower Consumption than MOSFET  

Å High Circuit Reliability  

 

GaN FET Power Supply Project 

Contrast between GaN FET and MOSFET 

2.5X Smaller! 



Comparison of GaN FET & MOS FET  
in Power Supply Application 

Items \  Parts GaN FET MOSFET Advantage 

Qg , Qrr  Lower Capacitance Higher Capacitance Reduced Switching Loss 

Switching Power Loss Less More Higher Efficiency 

Operating Frequency 200K~500KHz 65K~100KHz   Smaller Magnetics 

Power Transformer 
Dimension 

Smaller  Larger Reduced Size 

Package SMD - smaller  
DIP - TO-220 / TO-3P 

 (w/ heat sink) 
Reduced Size 

RDS(on)  Lower  Higher Reduced Power Loss 

Weight of Power 
Supply 

Lighter (65% of traditional 
one) 

Heavier Increase Mobility 

Dimension of Power 
Supply 

Compact -2.5X Smaller Larger  Increase Mobility 

Power Density IƛƎƘŜǊ ό мнΦр²κƛƴŎƘш ύ [ƻǿŜǊ ό р²κƛƴŎƘш ύ Reduced Size 

Efficiency  Over 2% Higher than MOSFET Lower  Green Efficiency 

Convenience 
Portable, System Package can 

be Smaller 
Inconvenient to carry, 
Traditional Package 

Increase Mobility 



QDION OEM & LOCALIZATION RUSSIA 

REPRESENTATIVE OFFICE 

 

 

 

Add:  Room 474, Lesnaya Plaza Business Center, 

4th Floor, 4th Lesnoy Per., 4 Moscow, 125047, 

Russia 

 
Tel: +7(495)663-8013 

 
E-mail:  rusupport@fsp-Power.ru 

 
www.fsppower.ru  

www.qdion.ru  

www.adaptertech.com.tw 

mailto:rusupport@fsp-Power.ru
mailto:rusupport@fsp-Power.ru
mailto:rusupport@fsp-Power.ru



